


303 19th Street SE • Orange City, Iowa 51041
(800) 747-3436
myoldmasters.com

The technical data and suggestions for use contained in this document are true and correct to the best of our knowledge at the date of 
issuance. The statements of this document do not constitute a warranty, expressed or implied, as to the performance of these products.

22315-DV

The Ultimate in Protection and Appearance
Ascend Exterior Water-Based 
Finish is a clear, durable finish 
designed for exterior application 
on wood, fiberglass, coated 
metal, or painted surfaces. It 
contains ultraviolet absorbers for 
advanced sun protection, dries 
quickly, and cleans easily with 
soap and water. Use it on properly 
prepared exterior surfaces, such 
as railings, outdoor furniture, 
above waterline marine surfaces, 
as well as wooden, fiberglass, 
and steel doors. It can also be 
used on interior windowsills and 
door frames for added ultraviolet 
protection.

Physical Properties
Resin Waterborne Acrylic

Solids by Volume 29%

Solids by Weight 32%

VOCs <140 g/L

Coverage Information
Application Rate per Coat 3 to 5 mils

Square Feet per Gallon 230 to 460 

Dry Film Thickness per Coat 1 to 2 mils

Gloss Measurements (at 60°)
Matte 15 to 20

Satin 25 to 30 

Semi-Gloss 50 to 60

Gloss 75+

Dry Times (at 70°F and 50% Humidity)
Dry to Touch 30 min to 1 hour

Sand 1 to 2 hours

Recoat 1 to 2 hours


